McKenzje

Compressed
Air Solutions
ZEKS ECLIPSE™ DESICCANT AIR DRYER SPECIFICATIONS
AIR DIMENSIONS** SHIPPING
FLOW CAPACITY SFCM HEATER BLOWER CONNNECTION INCHES WEIGHT
-40°F* PDP -100°F PDP KW HP IN/OUT WIDTH DEPTH HEIGHT LBS
ZPA|90ZPA 1.0" NPT . . .
Heatless(120 ZPA 120 96 - - 1.0" NPT 40.5 30.0 63.0 563
Regeneration|160 ZPA 160 128 - - 1.5" NPT 44.5 32.0 66.0 707
200 ZPA 200 160 - - 1.5" NPT 44.5 32.0 66.0 731
250 ZPA 250 200 - - 1.5" NPT 48.5 32.0 67.0 869
300 ZPA 300 240 - - 2.0" NPT 48.5 32.0 67.0 924
400 ZPA 400 320 - - 2.0" NPT 52.5 32.0 68.0 1115
500 ZPA 500 400 - - 2.0" NPT 56.5 34.0 82.0 1564
600 ZPA 600 480 - - 2.0" NPT 56.5 34.0 82.0 1664
800 ZPA 800 640 - - 3.0" NPT 64.0 42.0 88.0 2017
1000 ZPA 1000 800 - - 3.0" NPT 64.0 42.0 88.0 2237
1200 ZPA 1200 960 - - 3.0" NPT 64.0 42.0 88.0 2424
1500 ZPA 1500 1200 - - 4.0"FLG 78.5 55.0 81.0 2974
1800 ZPA 1800 1440 - - 4.0"FLG 84.0 61.0 94.0 3905
2100 ZPA 2100 1680 - - 4.0"FLG 84.0 61.0 94.0 4279
2700 ZPA 2700 2160 - - 4.0"FLG 84.0 61.0 94.0 4926
3300 ZPA 3300 2640 - - 6.0" FLG 96.0 66.0 98.0 6737
4000 ZPA 4000 3200 - - 6.0" FLG 96.0 66.0 98.0 7206
5000 ZPA 5000 4000 - - 6.0" FLG 102.0 72.0 90.0 8932
ZHA([150ZHA 150 150 2.0 - 1.0" NPT 44.5 32.0 66.0 758
Heated|200 ZHA 200 200 3.0 - 1.5" NPT 48.5 32.0 67.0 913
Regeneration|250 ZHA 250 250 3.0 - 1.5" NPT 52.5 32.0 68.0 1119
300 ZHA 300 300 3.0 - 1.5" NPT 52.5 32.0 68.0 1191
400 ZHA 400 400 4.5 - 2.0" NPT 56.5 34.0 82.0 1539
500 ZHA 500 500 4.5 - 2.0" NPT 56.5 34.0 82.0 1707
600 ZHA 600 600 6.0 - 3.0" NPT 64.0 47.0 86.0 2369
800 ZHA 800 800 9.0 - 3.0" NPT 64.0 47.0 86.0 2681
1000 ZHA 1000 1000 9.0 - 3.0" NPT 78.5 48.0 80.0 3043
1200 ZHA 1200 1200 12.0 - 3.0" NPT 78.5 48.0 80.0 3285
1500 ZHA 1500 1500 15.0 - 3.0" NPT 84.0 55.0 92.0 4480
1800 ZHA 1800 1800 18.0 - 4.0"FLG 84.0 60.0 92.0 4956
2100 ZHA 2100 2100 18.0 - 4.0"FLG 84.0 60.0 92.0 5350
3000 ZHA 3000 3000 30.0 - 4.0"FLG 96.0 66.0 98.0 7750
4000 ZHA 4000 4000 36.0 - 6.0" FLG 102.0 76.0 90.0 9578
5000 ZHA 5000 5000 50.0 - 6.0" FLG CF CF CF CF
6000 ZHA 6000 6000 60.0 - 6.0" FLG CF CF CF CF
8000 ZHA 8000 8000 75.0 - 8.0" FLG CF CF CF CF
ZBA(150 ZBA 150 - 3.0 1.0 1.0" NPT 44.5 32.0 66.0 874
Heated Blower(200 ZBA 200 - 4.5 1.0 1.5" NPT 48.5 32.0 67.0 1136
Regeneration|250 ZBA 250 - 6.0 1.5 1.5" NPT 52.5 32.0 68.0 1379
300 ZBA 300 - 6.0 1.5 1.5" NPT 52.5 32.0 68.0 1477
400 ZBA 400 - 9.0 2.0 2.0" NPT 56.5 34.0 82.0 1897
500 ZBA 500 - 12.0 2.0 2.0" NPT 56.5 34.0 82.0 2111
600 ZBA 600 - 12.0 5.0 3.0" NPT 64.0 47.0 86.0 2804
800 ZBA 800 - 18.0 5.0 3.0" NPT 64.0 47.0 86.0 3198
1000 ZBA 1000 - 24.0 7.5 3.0" NPT 78.5 48.0 80.0 3767
1200 ZBA 1200 - 24.0 7.5 3.0" NPT 78.8 48.0 80.0 4091
1500 ZBA 1500 - 30.0 15.0 3.0" NPT 84.0 55.0 92.0 5515
1800 ZBA 1800 - 36.0 15.0 4.0"FLG 84.0 60.0 92.0 6113
2100 ZBA 2100 - 45.0 15.0 4.0"FLG 84.0 60.0 92.0 6911
3000 ZBA 3000 - 60.0 20.0 6.0" FLG 96.0 66.0 98.0 9730
4000 ZBA 4000 - 80.0 25.0 6.0" FLG 102.0 76.0 90.0 12167
5000 ZBA 5000 - 100.0 30.0 6.0" FLG CF CF CF CF
6000 ZBA 6000 - 125.0 30.0 6.0" FLG CF CF CF CF
8000 ZBA 8000 - 175.0 40.0 8.0" FLG CF CF CF CF
Performance data obtained and presented in accordance with CAGI Standard 200.
*Pressure dew point (PDP) at 100°F inlet air, 100°F ambient air
**Dimensions shown are for base models only. Optional equipment may alter dryer dimensions. Dimensions and weights are approximate.
CF = Consult Factory
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